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(57) ABSTRACT

In a fuel cell unit 16 that constitutes a fuel cell module 2 of an
SOFC device 1, a collector cap 86a is connected to an inner
electrode layer 90 via a seal material 96 as an Ag seal portion.
A glass coating 30 (dense body) is filled up between the inner
electrode layer 90 and an electrolyte layer 94 and the collector
cap 86a to cover an upper end surface 96a of the seal material
96. As such, the fuel cell unit 16 includes the seal material 96
constituting as an Ag seal portion that separates a fuel gas
from an oxidant gas, and a glass coating 30 at least partially
formed to over at least either the fuel gas side surface of the
seal material 96 or an the oxidant gas side surface of the seal
material 96.
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1
SOLID OXIDE FUEL CELL DEVICE

TECHNICAL FIELD

The present invention relates to a solid oxide fuel cell
device that generates power by using fuel gas and oxidant gas.

BACKGROUND ART

A solid oxide fuel cell (hereinafter also referred to as
“SOFC”) is a fuel cell device including an oxygen ion con-
ductive solid electrolyte as an electrolyte, and two electrodes
that are mounted to opposite sides of the electrolyte. Fuel gas
is supplied to one electrode, and oxidant gas (air, oxygen, or
the like) is supplied to the other electrode, and a power gen-
eration reaction is caused at a relatively high temperature to
thereby generate power.

Specifically, the SOFC generally includes a fuel cell
assembly (fuel cell stack) having a plurality of tubular fuel
cells each including a fuel electrode (anode) layer, an air
electrode (cathode) layer, and a solid electrolyte layer held
therebetween. The SOFC is actuated by fuel gas and oxidant
gas (air, oxygen, or the like) flowing from one side to the other
side of the fuel cells. Unreformed gas (city gas or the like) as
source gas is supplied from outside the SOFC. The unre-
formed gas is introduced into a reformer containing a reform-
ing catalyst and reformed into fuel gas rich with hydrogen.
The fuel gas is supplied to the fuel cell assembly.

The SOFC is configured to perform, as a starting step for
reforming the unreformed gas with the reformer, a plurality of
steps that includes a partial oxidation reforming (PDX) reac-
tion step, an auto thermal reforming (ATR) reaction step, and
a steam reforming (SR) reaction step, and then move to a
power generation step. The SOFC can sequentially perform
these steps to heat the reformer, the fuel cell stack, or the like
to an operation temperature.

In such an SOFC, a gas seal structure that isolates a fuel gas
channel from an oxidant gas channel is generally provided in
order to separate a fuel gas and an oxidant gas. Various types
of'these gas seal structures have been studied. For example, a
seal material made of silver (Ag) or mainly composed of Ag
is desirably used for a gas seal structure because of high
compactness (gas impermeability). Ag is also desirably used
because Ag degradation due to oxidation or the like practi-
cally does not occur at a normal operation temperature (about
500° C. 1o 700° C.) of the fuel cells in the SOFC. Such an Ag
seal material can be formed by sintering a brazed material on
an area on which the Ag seal material is to be placed, and Ag
is not oxidized even at a sintering temperature (about 1000°
C.) at the time.

However, for example, as shown in Non Patent Literature
1, pores will be generated wholly inside the Ag due to water
(water vapor) which is generated by the reaction of hydrogen
and oxygen that are diffused in the Ag, when the Ag, which is
contacted by both reducing atmosphere and oxidizing atmo-
sphere, is heated to about 500° C. The pores, which are mainly
formed along a grain boundary, will cause cracks to occur and
develop in the Ag due to contact between the pores and
portions where water (water vapor) occurs. Thus, the Ag
degrades over time while the Ag expands (in other words “the
porosity with Ag expansion”), leading to leaks of fuel gas and
oxidant gas. The two gases, which are mixed and reacted to
produce water, are consumed ineffectually, resulting in
remarkable deterioration of power generation efficiency.
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CITATION LIST

Non Patent Literature

Non Patent Literature 1: P. Singh et al., IMEPEG, 2004, 13.
pp- 287-294

SUMMARY OF INVENTION
Technical Problem

As such, use of the Ag seal material constituting a gas seal
structure for separating the fuel gas and the oxidant gas in the
SOFC may have disincentive. However, if such incentive is
overcome, the use of the Ag seal material is desired consid-
ering an excellent property inherent in Ag as described above.

Thus, the present invention is achieved in view of such
circumstances, and has an object to provide a solid oxide fuel
cell device that suppresses degradation of an Ag material that
constitutes a gas seal structure for separating a side with
oxidizing reaction from a side with reducing reaction, thereby
prevents fuel gas and oxidant gas from leaking and contacting
each other, and thus allows output the solid oxide fuel cell
device with high power generation efficiency to be main-
tained.

Solution to Problem

In order to achieve the object, the present invention pro-
vides a solid oxide fuel cell (SOFC) device that generates
power by using fuel gas and oxidant gas, including a fuel cell
assembly having a plurality of fuel cells each including a fuel
electrode layer to which the fuel gas is supplied, an air elec-
trode layer to which the oxidant gas is supplied, and a solid
electrolyte layer provided between the fuel electrode layer
and the air electrode layer, wherein the fuel cell includes an
Ag seal portion that separates the fuel gas and the oxidant gas,
and a dense body at least partially is formed over at least either
a fuel gas side surface of the Ag seal portion or a oxidant gas
side surface of the Ag seal portion.

Inthe SOFC device, the fuel cell has the Ag seal portion for
separating the fuel gas and the oxidant gas and has high
compactness (gas impermeability) of the Ag seal portion to
suppress degradation due to oxidation or the like even during
operation of the fuel cell, and during the formation of the Ag
seal portion by sintering.

The dense body on the Ag seal portion is at least partially
formed (coats) over at least either the fuel gas side surface of
the Ag seal portion or a oxidant gas side surface of the Ag seal
portion, thereby preventing at least any of hydrogen atoms
(H), oxygen atoms (O), and water vapor (H,O) from entering
the Ag seal portion. This can prevent degradation of Ag that
leads to pores or cracks in the Ag seal portion due to water
vapor. This can also prevent contact between the fuel gas and
the oxidant gas, which causes a reaction between the two
gases to produce water and thereby avoid wasting consump-
tion of the gases, which consumption causes deterioration of
power generation efficiency leading to reduced output (in
short, the porosity with expansion of the Ag seal portion
leading to deterioration of output). Alternatively, evenif some
pores are generated in the Ag seal portion, the dense body
functions as a barrier material that prevents contact between
the fuel gas and the oxidant gas, and prevents consumption of
the gases, which consumption causes deterioration of power
generation efficiency leading to reduced output (the porosity
with expansion of the Ag seal portion leading to deterioration
of output).
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The Ag seal portion may be made of Ag, an alloy mainly
composed of Ag, a material containing Ag with a small
amount (small percent by mass) of metal oxide being added or
an alloy mainly composed of Ag with a small amount (small
percent by mass) of metal oxide being added.

The dense body may be made of an inorganic material such
as glass or ceramic. The dense body is more preferably made
of glass. The “glass” includes amorphous glass, crystallized
glass and a mixture of amorphous and crystallized glass. The
“amorphous glass” includes amorphous glass (narrowly-de-
fined glass) with glass transition (having glass transition point
Tg), and also includes amorphous glass without glass transi-
tion.

Glass can be generally softened or melted at a temperature
below the melting point of the Ag that is a constituent material
for the Ag seal portion. Thus, using glass as a dense body can
more reliably cover the Ag seal portion than using a material
other than glass, thereby increasing sealing performance of
the Ag seal portion and sealing performance by the Ag seal
portion. The glass generally has high morphological stability
at an operation temperature of a fuel cell. This further
increases the sealing performance of the Ag seal portion and
the sealing performance by the Ag seal portion. As a result,
contact between the fuel gas and the oxidant gas via the Ag
seal can be more reliably prevented, thereby further effec-
tively preventing the porosity with expansion of the Ag seal
portion leading to deterioration of output.

It is also preferable that the SOFC device further includes
a partition provided between the plurality of fuel cells, the Ag
seal portion is filled between the fuel cell and the partition,
and the dense body is formed over the fuel cell, the Ag seal
portion, and the partition.

With such a configuration, the dense body covers a wide
region around the Ag seal portion including a boundary
between the fuel cell and the Ag seal portion, and a boundary
between the Ag seal portion and the partition, thereby further
increasing sealing performance. This further increases seal-
ing performance by the Ag seal portion. Thus, contact
between the fuel gas and the oxidant gas via the Ag seal
portion can be further prevented, thereby further preventing
the porosity with expansion of the Ag seal portion leading to
deterioration of output.

It is preferable that the SOFC device further includes a
concave portion surrounded and defined by the fuel cell, the
Ag seal portion and the partition, and the dense body is
formed over an inner wall of the concave portion.

With such a configuration, the concave portion can be a
retention portion that retains the dense body, and when the
dense body is filled in the concave portion, the concave por-
tion easily holds the dense body therein. Thus, the dense body
can be more reliably formed over the fuel cell, the Ag seal
portion, and the partition, thereby further preventing the
porosity with expansion of the Ag seal portion leading to
deterioration of output.

As more specific configuration, there is an aspect in which
the partition includes a conductive cap partially covers the
fuel cell. In this case, the concave portion is surrounded and
defined by the fuel cell, the Ag seal portion, and the conduc-
tive cap.

It is more preferable that the thickness of the dense body on
the Ag seal portion in the concave portion is larger than the
thickness of the dense body on the fuel cell in the concave
portion and the thickness of the dense body on the partition in
the concave portion. In other words, it is useful that the dense
body is formed so that an area on the Ag seal portion side has
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4

a relatively larger thickness, and an area on the fuel cell side
and an area on the partition (conductive cap) side have rela-
tively smaller thicknesses.

As described above, in the fuel cell where the dense body is
made of, for example, glass, and the Ag seal portion is pro-
vided in contact with a conductor portion in the fuel cell (for
example, the fuel electrode layer or the air electrode layer),
and another conductor portion such as the conductive cap as
the partition, the dense body and the conductor portions gen-
erally tend to be significantly different in thermal expansion
coefficient. The dense body is formed such that the thick-
nesses of the dense body that is disposed on conductor por-
tions having different thermal expansion coefficient is small,
thereby preventing cracks in the dense body from occurring,
which cracks may be caused by recycling of expansion/con-
traction of the fuel cell during its operation/stop. Thus, the
sealing performance of the Ag seal portion and the sealing
performance by the Ag seal portion can be favorably main-
tained. As a result, contact between the fuel gas and the
oxidant gas via the Ag seal can be further prevented, thereby
particularly eftectively preventing deterioration of output due
to the porosity with expansion of the Ag seal portion.

Itis also preferable that an oxide containing lanthanum and
chrome such as, for example, lanthanum chromite (LaCrO,)
that is a perovskite-type complex oxide may be used as the
dense body. Among them, a lanthanum-chromite-based sin-
tered body doped with an addition component such as Ca or
Sr is particularly preferable. This is because the lanthanum-
chromite-based sintered body doped with an addition com-
ponent such as Ca or Sr has electrical conductivity, is stable
under oxidizing atmosphere and reducing atmosphere even at
a high temperature, and hardly reacts with hydrogen and
oxygen.

Advantageous Effect of Invention

According to the present invention, the dense body is at
least partially formed over at least either the fuel gas side of
the Ag seal portion or the oxidant gas side of the Ag seal
portion for separating the fuel gas and the oxidant gas. This
can effectively prevent degradation of Ag such pores or cracks
in the Ag seal portion, and resulting contact between the fuel
gas and the oxidant gas leading to production of water. Thus,
even when the Ag material is used as a gas seal structure for
separating the fuel gas and the oxidant gas, the degradation
can be prevented. As a result, leaks and contact of the fuel gas
and the oxidant gas as well as the porosity with expansion of
the Ag seal portion can be prevented to maintain high power
generation efficiency and output of the SOFC.

BRIEF DESCRIPTION OF DRAWINGS

FIG. 1 is a perspective view showing an appearance of a
fuel cell module according to a preferable embodiment of the
present invention.

FIG. 2 is a sectional view of the fuel cell module in FIG. 1
taken at around the center thereof in the direction A in FIG. 1.

FIG. 3 is a sectional view of the fuel cell module in FIG. 1
taken at around the center thereof in the direction B in FIG. 1.

FIG. 4 is a perspective view showing a part (outer plate) of
a casing being removed from the fuel cell module in FIG. 1.

FIG. 5 is a schematic view corresponding to FIG. 2 show-
ing flows of power generation air and combustion gas.

FIG. 6 is a schematic view corresponding to FIG. 3 show-
ing flows of power generation air and combustion gas.

FIG. 7 is a partial sectional view showing a fuel cell unit in
the fuel cell module in FIG. 1.
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FIG. 8 is a perspective view showing a configuration of a
fuel cell stack in the fuel cell module in FIG. 1.

FIG. 9 is a partial sectional view showing the fuel cell unit
in FIG. 7 in a partially enlarged manner.

FIG. 10 is a partial sectional view showing another aspect
of the fuel cell unit in FIG. 7 in a partially enlarged manner.

FIG. 11 is a partial sectional view showing a further aspect
of the fuel cell unit in FIG. 7 in a partially enlarged manner.

FIGS. 12(A) to 12(C) are partial sectional views schemati-
cally showing states of occurrence of the porosity with Ag
expansion in a conventional configuration without a glass
coating on a seal material.

FIG. 13 is a sectional micrograph showing an example of a
state of the seal material with the porosity with Ag expansion
and its surroundings in the conventional configuration sche-
matically shown in FIG. 12(B).

FIG. 14 shows a variant of the fuel cell unit in FIG. 9.

FIG. 15 shows a variant of the fuel cell unit in FIG. 10.

FIG. 16 is a perspective view of an appearance showing a
variant in which a dense body in this embodiment is applied
to a flat plate fuel cell stack.

FIG. 17 is a schematic sectional view schematically show-
ing a I-I section in FIG. 16.

FIG. 18 is a schematic sectional view schematically show-
ing a II-II section in FIG. 16.

FIG. 19 is a schematic sectional view showing an area near
the center of an air frame in FIG. 17 cut in a plane along the
frame.

FIG. 20 is a schematic sectional view showing an area near
the center of a fuel frame in FIG. 17 cut in a plane along the
frame.

DESCRIPTION OF EMBODIMENTS

Now, embodiments of the present invention will be
described with reference to the drawings. For easy under-
standing of the description, the same components are denoted
by the same reference numerals as much as possible in the
drawings, and overlapping descriptions will be omitted. Pro-
portions are not limited to those in the drawings. Further, the
embodiments described below are exemplary for describing
the present invention, and are not intended to limit the present
invention to the embodiments only. Further, many variations
may be made to the present invention without departing from
the gist of the present invention.

FIG. 1 is a perspective view schematically showing an
appearance of an SOFC device according to a preferable
embodiment of the present invention. A fuel cell module 2
constitutes a part of the SOFC device 1 according to the
present invention. The SOFC device 1 includes the fuel cell
module 2, and an accessory unit (not shown).

In FIG. 1, an x-axis, a y-axis, and a z-axis are defined as a
three-dimensional axis coordinate. Specifically, a height
direction of the fuel cell module 2 is defined as a y-axis
direction, the x-axis and the z-axis are provided along a plane
perpendicular to the y-axis, a short direction of the fuel cell
module 2 is defined as an x-axis direction, and a longitudinal
direction of the fuel cell module 2 is defined as a z-axis
direction. The x-axis, the y-axis, and the z-axis in FIG. 2 and
thereafter are based on the x-axis, the y-axis, and the z-axis in
FIG. 1. Further, a direction extending to a negative side from
an origin of the z-axis is defined as an A direction, and a
direction extending to a positive side from an origin of the
x-axis is defined as a B direction.

The fuel cell module 2 includes a casing 56 that houses fuel
cells (described later in detail) and a heat exchanger 22 pro-
vided on the casing 56. An unreformed gas supply pipe 60 and
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6

a water supply pipe 62 are connected to the casing 56. A
power generation air inlet pipe 74 and a combustion gas
exhaust pipe 82 are connected to the heat exchanger 22.

The unreformed gas supply pipe 60 is a pipe for supplying
unreformed gas for reforming such as city gas into the casing
56. The water supply pipe 62 is a pipe for supplying water to
be used for reforming the unreformed gas with water vapor.
Further, the power generation air inlet pipe 74 is a pipe for
supplying air to cause power generation reaction with fuel
gas. The combustion gas exhaust pipe 82 is a pipe for exhaust-
ing combustion gas generated by combustion of the fuel gas
after the power generation reaction.

With reference to FIGS. 2 to 6, an internal configuration of
the fuel cell module 2 will be described. FIG. 2 is a sectional
view of the fuel cell module 2 taken at around the center
thereof in the direction A in FIG. 1. FIG. 3 is a sectional view
of'the fuel cell module 2 taken at around the center thereof in
the direction Bin FIG. 1. FIG. 4 is a perspective view showing
a part (outer plate) of the casing 56 covering a fuel cell
assembly being removed from the fuel cell module 2 in FIG.
1. Further, FIG. 5 is a schematic view corresponding to FIG.
2 showing flows of power generation air and combustion gas.
FIG. 6 is a schematic view corresponding to FIG. 3, also
showing flows of power generation air and combustion gas.

As shown in FIGS. 2 to 4, a fuel cell assembly 12 in the fuel
cell module 2 is housed in the casing 56 so as to be entirely
covered with the casing 56. As shown in FIG. 5, the fuel cell
assembly 12 generally has a substantially rectangular paral-
lelepiped shape longer in the A direction than in the B direc-
tion, and defines an upper surface on the side of a reformer 20,
a lower surface on the side of a fuel gas tank 68, long side
surfaces extending in the A direction in FIG. 2, and short side
surfaces extending in the B direction in FIG. 2.

In this embodiment, an evaporation mixer (not specifically
shown) for evaporating water supplied from the water supply
pipe 62 is provided in the reformer 20. The evaporation mixer
is heated by combustion gas to evaporate water, and also
mixes the water vapor, fuel gas (city gas) that is unreformed
gas and air.

The unreformed gas supply pipe 60 and the water supply
pipe 62 are introduced into the casing 56 and then connected
to the reformer 20. More specifically, as shown in FIG. 3, the
unreformed gas supply pipe 60 and the water supply pipe 62
are connected to an upstream end of the reformer 20, which is
described a right end in the drawing. The reformer 20 is
placed above a combustion chamber 18 that is defined above
the fuel cell assembly 12. Thus, the reformer 20 is heated by
combustion heat from remaining fuel gas and air after the
power generation reaction, and functions as an evaporation
mixer and a reformer for causing reforming reaction. Further,
an upper end of a fuel supply pipe 66 is connected to a flow
end (a left end in FIG. 3) of the reformer 20, and a lower end
side 66a of the fuel supply pipe 66 is placed to enter the fuel
gas tank 68 (see FIG. 2).

As shown in FIGS. 3 and 4, the fuel gas tank 68 is provided
substantially beneath the fuel cell assembly 12, and config-
ured to support a lower end of each fuel cell unit 16 and
distribute the fuel gas to each fuel cell unit 16. A plurality of
small holes (not shown) are formed in the longitudinal direc-
tion (A direction) in an outer periphery of the lower end side
664 of the fuel supply pipe 66 inserted into the fuel gas tank
68. The plurality of small holes (not shown) enable the fuel
gas reformed by the reformer 20 to uniformly flow into the
fuel gas tank 68 in the longitudinal direction. The fuel gas
supplied to the fuel gas tank 68 is supplied into a fuel gas
channel (described later in detail) in each fuel cell unit 16 that
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constitutes the fuel cell assembly 12, and rises in the fuel cell
unit 16 to the combustion chamber 18.

With reference to FIGS. 2 to 6, a mechanism for supplying
power generation air into the fuel cell module 2 will be
described. As shown in FIGS. 5 and 6, a heat exchanger 22 is
provided above the reformer 20. A plurality of combustion
gas pipes 70 are provided in the heat exchanger 22, and a
power generation air channel 72 is provided around the com-
bustion gas pipe 70.

The power generation air inlet pipe 74 is mounted to one
end side (right end side in FIG. 3) on an upper surface of the
heat exchanger 22. The power generation air inlet pipe 74
introduces power generation air into the heat exchanger 22
from a power generation air flow amount adjustment unit (not
shown). A pair of outlet ports 76a in the power generation air
channel 72 are formed on the other end side (left end side in
FIG. 3) on the upper surface of the heat exchanger 22. The
outlet port 76a communicates with a pair of communication
channels 76. Further, as shown in FIG. 2, on opposite outer
sides of the casing 56 of the fuel cell module 2 in a width
direction (the B direction: short side direction), power gen-
eration air supply passages 77a, 77b are provided in the
longitudinal direction of the fuel cell assembly 12.

With such a configuration, power generation air is supplied
from the outlet port 764 and the communication channel 76 in
the power generation air channel 72 to the power generation
air supply passages 77a, 77b. Also, a plurality of blow-out
ports 78a (first blow-out ports) and blow-out ports 785 (sec-
ond blow-out ports) for delivering power generation air
toward each fuel cell unit 16 of the fuel cell assembly 12 in the
power generation chamber 10 are formed in positions corre-
sponding to lower sides of the power generation air supply
passages 77a, 77b and the fuel cell assembly 12 (lower end
side of the fuel cell unit 16). The power generation air deliv-
ered from the blow-out ports 78a, 78b into clearances
between the plurality of fuel cell units 16 flows upward along
the outside of each fuel cell unit 16 (flows from downward to
upward).

A mechanism for exhausting combustion gas generated by
combustion of fuel gas and power generation air (oxidant gas)
in the combustion chamber 18 will be described. The com-
bustion gas generated in an upper side of the fuel cell unit 16
rises in the combustion chamber 18 to a rectifier 21 having an
opening 21a. The combustion gas is introduced from the
opening 21a to one end of the heat exchanger 22, and the
combustion gas having passed through the opening 21a
reaches the other end of the heat exchanger 22. As described
above, the plurality of combustion gas pipes 70 for exhausting
the combustion gas are provided in the heat exchanger 22, a
combustion gas exhaust pipe 82 is connected to a flow end of
the combustion gas pipes 70, and thus the combustion gas is
exhausted outside.

With reference to FIG. 7, the fuel cell unit 16 will be
described. FIG. 7 is a partial sectional view showing the fuel
cellunit 16 in this embodiment. As shown, the fuel cell unit 16
includes a fuel cell 84, and inner electrode terminals 86 each
connected to shown upper and lower ends of the fuel cell 84.

The fuel cell 84 is a vertically extending tubular structure,
and includes a cylindrical inner electrode layer 90 (fuel elec-
trode layer) that defines a fuel gas channel 88 therein, a
cylindrical outer electrode layer 92 (air electrode layer), and
an electrolyte layer 94 placed between the inner electrode
layer 90 and the outer electrode layer 92. The inner electrode
layer 90 is a fuel electrode through which fuel gas flows and
functions as a negative electrode, while the outer electrode
layer 92 is an air electrode in contact with air and functions as
a positive electrode.
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The inner electrode terminals 86, 86 mounted to the upper
and lower end sides of the fuel cell unit 16 have the same
structure, and thus the inner electrode terminal 86 mounted to
the upper end side is taken as an example and described in
detail. An exposed portion 90a of the inner electrode layer 90
includes an outer peripheral surface 905 and an upper end
surface 90c exposed to the electrolyte layer 94 and the outer
electrode layer 92. The inner electrode terminal 86 is electri-
cally connected to the inner electrode layer 90 such that the
inner electrode terminal 86 is directly connected to the upper
end surface 90c¢ of the inner electrode layer 90, or connected
via a conductive seal material 96 (Ag seal portion) mainly
composed of silver (Ag) to the outer peripheral surface 905 of
the inner electrode layer 90 and the upper end surface 90¢ of
the inner electrode layer 90. In FIG. 7, the inner electrode
terminal 86 is shown in direct contact with the upper end
surface 90c of the inner electrode layer 90, and in FIGS. 9 and
10 mentioned later, a configuration is particularly shown in
which both the upper end surface and the outer peripheral
surface of the inner electrode layer 90 are connected to the
inner electrode terminal 86 via the conductive seal material
96. A fuel gas channel 98 that communicates with the fuel gas
channel 88 of the inner electrode layer 90 is provided in the
center of the inner electrode terminal 86.

The inner electrode layer 90 is made of, for example, at
least one of a mixture of Ni and zirconia doped with at least
one of rare earth elements such as Ca, Y, and Sc, a mixture of
Ni and ceria doped with at least one of rare earth elements and
a mixture of Ni and lanthanum gallate doped with at least one
of' Sr, Mg, Co, Fe, and Cu.

The electrolyte layer 94 is made of, for example, at least
one of zirconia doped with at least one of rare earth elements
such as Y and Sc, ceria doped with at least one of rare earth
elements and lanthanum gallate doped with at least one of Sr
and Mg.

Further, the outer electrode layer 92 is made of, for
example, at least one of lanthanum manganite doped with at
least one of Sr and Ca, lanthanum ferrite doped with at least
one of Sr, Co, Ni and Cu, lanthanum cobaltite doped with at
least one of Sr, Fe, Ni and Cu, Ag, or the like.

With reference to FIG. 8, the fuel cell stack 14 will be
described. FIG. 8 is a perspective view showing the fuel cell
stack 14 in this embodiment. As shown in FI1G. 8, one fuel cell
stack 14 includes, for example, sixteen fuel cell units 16. The
upper and lower end of the plurality of fuel cell units 16 are
integrally supported by a fuel gas tank upper plate 68a and an
upper support plate 100, respectively, both of which are made
of ceramic. The fuel gas tank upper plate 68a and the upper
support plate 100 have through holes through which the inner
electrode terminals 86 of each fuel cell unit 16 can extend.

The fuel cell unit 16 has a collector 102 and an outer
terminal 104. The collector 102 electrically connects the
inner electrode terminal 86 mounted to an inner electrode
layer 90 that is a fuel electrode, and an outer peripheral
surface of the outer electrode layer 92 that is an air electrode
of an adjacent fuel cell unit 16. The outer terminal 104 is
connected to the inner electrode terminals 86 at the upper and
lower ends of two fuel cell units 16, 16 located at the end of
each fuel cell stack 14, and further connected to the inner
electrode terminals 86 at the upper and lower ends of the fuel
cell unit 16 located at the end of an adjacent fuel cell stack 14,
so that all the fuel cell units 16 (for example, 160 fuel cell
units described above) are connected in series. As such, the
plurality of fuel cell stacks 14 each including the plurality of
fuel cell units 16 are coupled and electrically connected to
constitute the fuel cell assembly 12 having a substantially
rectangular parallelepiped shape as described above.
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With reference to FIGS. 9 to 13, a configuration and action
of a structure (seal structure) for separating the fuel gas and
the oxidant gas described above will be described in more
detail.

FIG. 9 is a partial sectional view showing the fuel cell unit
16 in FIG. 7 in a partially enlarged manner, and schematically
shows a state around the exposed portion 90a of the inner
electrode layer 90 and the collector cap 86a (conductive cap)
included in the inner electrode terminal 86. As described
above, the inner electrode terminal 86 (the collector cap 86a
thereof) is connected to the inner electrode layer 90 via the
seal material 96 as an Ag seal portion. The collector cap 86a
has a cup shape, is placed to face an outer wall surface of the
exposed portion 90qa of the inner electrode layer 90, and the
seal material 96 is filled between the collector cap 86a and the
inner electrode layer 90. As such, the inner electrode terminal
86 including the collector cap 86a is provided between the
plurality of fuel cell units 16, and constitutes a part of a
partition that separates the fuel gas from the oxidant gas.

The shown upper end surface 96a of the seal material 96 is
covered with a glass coating 30 (dense body) provided to fill
between the inner electrode layer 90 and the electrolyte layer
94 and the collector cap 86a. As such, the fuel cell unit 16
includes the seal material 96 as an Ag seal portion that sepa-
rates the fuel gas from the oxidant gas, and the glass coating
30 as a dense body that is formed to at least partially cover at
least either an area located on the fuel gas side or an area
located on the oxidant gas side in the seal material 96.

Inthe SOFC device 1 including the fuel cell module 2 thus
configured, the fuel gas is separated from the oxidant gas by
the seal material 96 mainly composed of Ag in the fuel cell
unit 16 and the fuel cell has high compactness (gas imperme-
ability) of the Ag seal portion. Therefore, degradation of the
Ag seal portion due to oxidation or the like is substantially
suppressed during operation of the SOFC device 1 and during
the formation of the Ag seal portion by sintering. The elec-
trolyte layer 94 extends to enter the seal material 96 beyond
the upper end surface 96a of the seal material 96.

Further, the glass coating 30 constituting a dense body
covers the upper end surface 964 of the seal material 96 (at
least a part of at least either the area located on the fuel gas
side or the area located on the oxidant gas side). Thus, the
glass coating 30 functions as a barrier material, and prevents
at least oxygen atoms (O) and water vapor (H,O) generated
from the oxidant gas from entering the seal material 96. This
can prevent degradation of Ag such as pores or cracks in the
Ag seal portion which is attributed to water vapor. The Ag seal
portion without degradation can prevent contact between the
fuel gas and the oxidant gas, which causes reaction between
the two gases to produce water, and resulting wasteful con-
sumption of the gases which causes deterioration of power
generation efficiency and reduced output of'the SOFC device
1 (the porosity with expansion of the seal material 96 leading
to deterioration of output).

FIGS. 12(A) to 12(C) are partial sectional views schemati-
cally showing states of occurrence of the porosity with Ag
expansion in a conventional configuration without the glass
coating 30 on the seal material 96. When no glass coating 30
is formed on the upper end surface 96a of the seal material 96,
hydrogen gas or hydrogen atoms generated from the fuel gas
F1, and oxygen gas or oxygen atoms generated from the
oxidant gas F2 may enter the seal material 96 from the end
thereof (FIG. 12(A)). Then, water (water vapor) is produced
in the seal material 96, and volume expansion of the seal
material 96 causes pores and thus the porosity with expansion
of the seal material 96. Then, the seal material 96 applies
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stress (arrow Y1 in the drawing) to press the collector cap 86a
and the exposed portion 90a of the inner electrode layer 90
(FIG. 12(B)).

FIG. 13 is a sectional micrograph showing an example of a
state of the porosity with expansion of the seal material and its
surroundings. In such a state, the fuel gas F1 and the oxidant
gas F2 begin to leak and thereby mix with each other. If the
SOFC device is further operated and power generation by the
fuel cell unit is repeated, stress (arrow Y2 in the drawing) is
applied such that the shown upper ends of the collector cap
86a and the seal material 96 are away from the inner electrode
layer 90, and a part of the seal material 96 is deformed so as
to be peeled off from the inner electrode layer 90, thereby
causing more remarkable leaks of the fuel gas F1 and the
oxidant gas F2 (FIG. 12(C)).

In the SOFC device 1 of this embodiment, as shown in FIG.
9, the glass coating 30 is formed on the upper end surface 96a
of the seal material 96, and thus initial leak as shown in FIG.
12(A) does not occur.

The glass material for forming the glass coating 30 can be
generally softened or melted at a temperature under a melting
point of Ag comprising a main constituent material for the
seal material 96, and thus can more reliably cover the seal
material 96 than other materials other than glass, thereby
increasing sealing performance of the seal material 96 and
sealing performance by the seal material 96. Further, using
the glass coating 30 as a dense body has good morphological
stability at an operation temperature of the fuel cell unit 16
and prevents deformation and degradation. This can further
increase the sealing performance of the seal material 96 and
the sealing performance by the seal material 96. As a result,
the seal material 96 more reliably prevented contact between
the fuel gas and the oxidant gas via the seal material 96 can be
more reliably prevented, thereby further effectively prevent-
ing deterioration of output of the SOFC device 1 attributed to
the porosity with expansion of the seal material 96.

FIG. 10 is a partial sectional view showing another aspect
of'the fuel cellunit 16 in FIG. 7 in a partially enlarged manner,
and like FIG. 9, schematically shows a state around the
exposed portion 90a of the inner electrode layer 90 and the
collector cap 86a included in the inner electrode terminal 86.
This fuel cell unit 16 is configured similarly to the fuel cell
unit 16 in FIG. 9 except that the shown upper end of the
collector cap 86a is slightly away from the inner electrode
layer 90, and the glass coating 30 is formed over the inner
electrode layer 90, the electrolyte layer 94, and the seal mate-
rial 96 of the fuel cell unit 16, and the collector cap 86a that
constitutes a part of the partition described above.

The SOFC device 1 including the fuel cell unit thus con-
figured, can also obtain an excellent gas barrier effect pro-
vided by the glass coating 30 as described above, that is, an
effect of preventing deterioration of output attributed to the
porosity with expansion of the seal material 96 (details will be
omitted to avoid overlapping descriptions). Also, the glass
coating 30 covers a wide range of area including a boundary
between the inner electrode layer 90 and the seal material 96,
a boundary between the electrolyte layer 94 and the seal
material 96, and a boundary between the seal material 96 and
the collector cap 864, thereby increasing sealing performance
at the area. This further increases sealing performance by the
seal material 96 and further enhances a barrier function of the
seal material 96. Thus, contact between the fuel gas and the
oxidant gas via the seal material 96 can be further prevented,
thereby further preventing deterioration of output of the
SOFC device 1 due to the porosity with expansion of the seal
material 96.
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Further, the glass coating 30 is formed over the inner wall
of the concave portion surrounded and defined by the inner
electrode layer 90, the electrolyte layer 94, the seal material
96, and the collector cap 86a. Thus, the concave portion as a
retention portion of the glass coating 30 easily holds the filled
glass coating 30. Thus, the glass coating 30 can be more
reliably formed over the inner electrode layer 90, the seal
material 96, and the collector cap 86a, thereby more effec-
tively preventing deterioration of output of the SOFC device
1 due to the porosity with expansion of the seal material 96.

Further, the glass coating 30 and the inner electrode layer
90, the electrolyte layer 94, and the collector cap 864 having
electrical conductivity have significantly different thermal
expansion coefficients. As shown in FIG. 10, the glass coating
30 is formed such that the thickness of the glass coating 30 on
the upper end surface 96a of the seal material 96 is larger than
the thickness of the glass coating 30 on the inner electrode
layer 90 and on the collector cap 86a, thereby preventing
cracks in the glass coating 30 that may occur due to expan-
sion/contraction during operation/stop of each fuel cell unit
16 in the SOFC device 1.

Specifically, the glass coating 30 is formed such that the
glass coating 30 has a relatively larger thickness on the seal
material 96, and has relatively smaller thickness on the inner
electrode layer 90, the electrolyte layer 94, and the collector
cap 86a. Thus, the sealing performance of the seal material 96
and the sealing performance by the seal material 96 can be
favorably maintained. As a result, the seal material 96 can
prevent contact between the fuel gas and the oxidant gas,
thereby further preventing deterioration of output of the
SOFC device 1 due to the porosity with expansion of the seal
material 96.

For example, the glass coating 30 can be obtained by pour-
ing slurry containing glass powder, an organic binder, a sol-
vent, and the like into the concave portion, and to dry and burn
the slurry. Heating at a softening temperature of glass or more
during the burning can provide a denser glass coating. Fur-
ther, in use of crystallized glass, heating at a crystallization
temperature or more can provide a crystallized glass coating.

FIG. 11 is a partial sectional view showing a further aspect
of'the fuel cellunit 16 in FIG. 7 in a partially enlarged manner,
and like FIG. 9, schematically shows the exposed portion 90a
of the inner electrode layer 90 and the collector cap 86a
included in the inner electrode terminal 86. This fuel cell unit
16 is configured similarly to the fuel cell unit 16 in FIG. 9
except that the glass coating 30 is replaced by a lanthanum
chromite coating 32 that has electrical conductivity and is
coated between the side surface of the exposed portion 90a of
the inner electrode layer 90 and the seal material 96.

Lanthanum chromite (LaCrO;) that is a perovskite-type
complex oxide doped with an addition component such as Sr
or Ca and having electrical conductivity is a material that is
extremely stable under oxidizing atmosphere and reducing
atmosphere even at a high temperature, and hardly reacts with
hydrogen and oxygen, and thus has high stability as a dense
body. This allows a barrier function of the lanthanum
chromite coating 32 to be favorably maintained over a longer
period.

As described above, the present invention is not limited to
specific examples described in the embodiments, but many
variations may be made without changing the gist of the
invention. Specifically, the specific examples with appropri-
ate design variation made by those skilled in the art are
included in the technical scope of the present invention as
long as they have the feature of the present invention. In other
words, each component in the specific examples described
above and the placement, material, condition, shape, size and
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the like thereof are not limited to those illustrated, but may be
appropriately changed. The components in the embodiments
described above may be combined if technically accepted,
and the combination thereof are also included in the technical
scope of the present invention as long as it includes the feature
of the present invention.

Specifically, for example, the upper end surface 90c¢ of the
inner electrode layer 90 shown in FIGS. 9 to 11 is connected
to the inner electrode terminal 86 via the seal material 96, but
as shown in FIG. 7, the upper end surface 90¢ of the inner
electrode layer 90 may be directly connected to the inner
electrode terminal 86. FIG. 14 shows a variant in which the
upper end surface 90¢ of the inner electrode layer 90 shown in
FIG. 9 is extended to the inner electrode terminal 86, and F1G.
15 shows a variant in which the upper end surface 90¢ of the
inner electrode layer 90 shown in the FIG. 10 is extended to
the inner electrode terminal 86. The end of the electrolyte
layer 94 shown in FIGS. 9 to 11 extends to enter the seal
material 96 beyond the upper end surface 96a of the seal
material 96, but may be aligned with the upper end surface
96a.

Further, in the embodiments described above, the aspect
has been described in which the dense body such as the glass
coating 30 or the lanthanum chromite coating 32 is provided
on the seal material 96 that separates the fuel gas and the
oxidant gas in the fuel cell including the inner side fuel
electrode and the outer side air electrode. Similarly, the same
kind of dense body may be provided on a seal material 96 that
is provided in a fuel cell including an outer side fuel electrode
and an inner side air electrode. In the embodiments described
above, the aspect for the cylindrical cell has been described,
but the present invention may be similarly applied to a case
where fuel gas is separated from oxidant gas in a planar type
cell. In such a case, the partition in the cylindrical cell corre-
sponds to a separator in the planar type cell, and other com-
ponents such as a fuel electrode, an air electrode, and an
electrolyte layer may be considered in a similar manner to
those in the cylindrical cell. With reference to FIGS. 16, 17,
18, 19, and 20, a specific example of application to the planar
type cell will be described.

FIG. 16 is a perspective view of an appearance showing a
variant in which the dense body in this embodiment is applied
to a planar type fuel cell stack. FIG. 17 is a schematic sec-
tional view showing a I-I section in FIG. 16. FIG. 18 is a
schematic sectional view showing a II-II section in FIG. 16.
FIG. 19 is a schematic sectional view showing an area near
the center of an air frame in FIG. 17 cut in a plane along the
frame. FIG. 20 is a schematic sectional view showing an area
near the center of a fuel frame in FIG. 17 cut in a plane along
the frame.

FIG. 16 shows a fuel cell stack 200 is a planar type cell
stack. The fuel cell stack 200 includes a fuel gas channel 201
and an oxidant gas channel 202.

As shown in FIGS. 17 and 18, the fuel cell stack 200
includes a multilayer structure. In the drawings, a separator
203, an anode collector member 212, an anode 210, an elec-
trolyte layer 209, a cathode 208 and an intermediate plate 207
are stacked. A rectangular opening is provided at the center of
the intermediate plate 207 so that the cathode 208 is exposed.
The cathode 208 is connected to an upper side separator 203
where a cathode collector member 211 is disposed therebe-
tween.

The fuel frame 205 is placed along an outer periphery of the
separator 203. The fuel frame 205 is joined to the separator
203 by using a brazed material 206. The fuel frame 205 is
further joined to the intermediate plate 207 by using the
brazed material 206. An Ag seal material 213 and a glass
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coating 214 as a dense body are placed between the interme-
diate plate 207 and the electrolyte layer 209.

The glass coating 214 is provided on the cathode 208 side
of the Ag seal material 213, thereby preventing the Ag seal
material 213 from contacting oxygen during operation to
suppress deterioration of electrical conductivity, which dete-
rioration is caused by an Ag oxide layer to be generated by the
contact.

An air frame 204 is placed along an outer periphery of the
intermediate plate 207. The air frame 204 is joined to the
intermediate plate 207 by using the brazed material 206. The
air frame 204 is further joined to an upper side separator 203
by a brazed material.

FIG. 19 shows a section of a plane along the air frame 204
near the center of the air frame 204 and air passes through the
oxidant gas channel 202 flows toward the cathode 208.

FIG. 20 shows a section of a plane along the fuel frame 204
near the center of the fuel frame 205 and t fuel gas passes
through the fuel gas channel 201 flows toward the anode 210.

INDUSTRIAL APPLICABILITY

As described above, according to the SOFC device of the
present invention, the dense body is provided in a predeter-
mined area of the Ag seal portion on the fuel cell in order to
separate the oxidizing side and the reducing side, thereby
preventing leaks and contact of the fuel gas and the oxidant
gas as well as the porosity with expansion of the Ag seal
portion, and allowing output of the fuel cell with high power
generation efficiency to be maintained. Thus, the present
invention can be widely and effectively used in production
and use of SOFC devices available for various purposes, and
equipment, systems, and facilities including the SOFC
devices.

REFERENCE SIGNS LIST

1 solid oxide fuel cell (SOFC) device
2 fuel cell module

10 power generation chamber

12 fuel cell assembly

14 fuel cell stack

16 fuel cell unit

18 combustion chamber

20 reformer

21 rectifier

21a opening

22 heat exchanger

30 glass coating (dense body)

32 lanthanum chromite coating (dense body)
56 casing

60 unreformed gas supply pipe
62 water supply pipe

66 fuel supply pipe

664 lower end side

68 fuel gas tank

68a fuel gas tank upper plate

70 combustion gas pipe

72 power generation air channel
72a outlet port

74 power generation air inlet pipe
76 communication channel
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76a outlet port

77a, 77b power generation air supply passage
82 combustion gas exhaust pipe

84 fuel cell

86 inner electrode terminal (partition)
86a collector cap (conductive cap, partition)
88 fuel gas channel

90 inner electrode layer (anode)

90a exposed portion

905 outer peripheral surface

90c¢ upper end surface

92 outer electrode layer (cathode)

94 electrolyte layer

96 seal material

96a upper end surface

98 fuel gas channel

100 upper support plate

102 collector

104 outer terminal

F1 fuel gas

F2 oxidant gas

The invention claimed is:

1. A solid oxide fuel cell device that generates power by
using fuel gas and oxidant gas, comprising

a fuel cell assembly having a plurality of fuel cells each

including a fuel electrode layer to which the fuel gas is
supplied, an air electrode layer to which the oxidant gas
is supplied, and a solid electrolyte layer provided
between the fuel electrode layer and the air electrode
layer; and

a partition provided between the plurality of fuel cells,

wherein the fuel cell includes an Ag seal portion that sepa-

rates the fuel gas and the oxidant gas, and a dense body
is at least partially formed over at least either a fuel gas
side surface of the Ag seal portion or an oxidant gas side
surface of the Ag seal portion,

the Ag seal portion is filled between the fuel cell and the

partition,

the dense body is formed over the fuel cell, the Ag seal

portion, and the partition,

the solid oxide fuel cell device further has a concave por-

tion surrounded and defined by the fuel cell, the Ag seal
portion and the partition,

the dense body is formed over an inner wall of the concave

portion, and

the thickness of the dense body on the Ag seal portion in the

concave portion is larger than the thickness of the dense
body on the fuel cell in the concave portion and the
thickness of the dense body on the partition in the con-
cave portion.

2. The solid oxide fuel cell device according to claim 1,
wherein the dense body comprises glass.

3. The solid oxide fuel cell device according to claim 1,
wherein the partition includes a conductive cap that partially
covers the fuel cell.

4. The solid oxide fuel cell device according to claim 3,
wherein the concave portion is surrounded and defined by the
fuel cell, the Ag seal portion, and the conductive cap.

5. The solid oxide fuel cell device according to claim 1,
wherein the dense body comprises an oxide that contains
lanthanum and chrome.
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